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FRASER/BULLOCK COMBINATION OF 
A FLUORO-CONTAINING FABRIC WITH CONDUCTIVE 
MATERIAL ON BOTH SIDES 



ADSORBED 
CONDUCTIVE 
MATERIAL 
ON BOTH 
SIDES 



OBJECT/STATIC CHARGE 
USER/CONTACT SIDE 




ADSORBED 
CONDUCTIVE 
MATERIAL 
ON BOTH 
SIDES 




"DIP" COATING CONDUCTIVE MATERIAL 
BY FULL SATURATION (IMMERSION) OF 
A TEXTILE OR FABRIC 
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THE INVENTION 

CONDUCTIVE LAYER ON BACKSIDE OF TREATED TEXTILE 

OBJECT/STATIC CHARGE 
USER/CONTACT SIDE 




CONDUCTIVE AGENT — ^ 
LINES ON "BACK" SIDE 

CONDUCTIVE AGENT LINES 
ON NON-CONTACT SIDE 



CONDUCTIVE COATING LAYER 
AWAY FROM CONTACT SIDE 

LATEX COATING 




CONDUCTIVE PATTERN ON BACKSIDE OF FABRIC 
KNIFE COATER (ONE SIDE) CONDUCTIVE UNE APPLICATOR (ONE SIDE) 





APPLICATION OF COATING AND /OR CONDUCTIVE 
AGENT ON ONLY ONE SIDE OF TEXTILE 



